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uI n s t a l l a t i o n G u i d e

aRadio Frequency Interference
The Outbound generates and uses radio frequency energy. For this reason,
it must be installed and used properly to avoid causing interference to radio
and television reception and other computer equipment.

If the operation of the Outbound causes radio frequency interference,
disconnect any peripheral devices one at atime. If the interference stops, it
is being caused by the peripheral device or its I/O cable. If disconnecting
the peripheral devices does not stop the interference, or you do not have
peripheral devices connected:

y

y
Move the Outbound to the other side of, or farther from, the equipment
being affected. y
Plug the Macintosh and/or the Outbound’s AC adapter into an outlet
controlled by adifferent circuit breaker or fuse than the affected
equipment. y
In the case of television or radio interference, try turning the antenna
until the interference stops. You might also consider installing an
antenna wi th acoaxia l cable. J

This device complies with Part 15 of the FCC Rules. Operation is subject to
the following two conditions: (1) this device may not cause harmful
interference, and (2) this device must accept any interference received,
including interference that may cause undesired operation.

y

Important: This product was FCC-certified under test conditions that
included use of shielded cables and connectors between system
components. It is important that you use shielded cables and connectors to
reduce the possibility of causing interference to radio, television, and other
electronic devices. Changes or modifications to this equipment not
expressly approved by Outbound Systems, Inc. could void the user’s
authority to operate this equipment.

u
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y“Apple” and “Macintosh” are registered trademarks of
Apple Computer, Inc. “Isopoint” is atrademark of Culver
Research. “Outbound” is atrademark of Outbound Systems, Inc.
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B e f o r e Yo u S t a r t

This guide explains how to install the Outbound'̂ *̂  on the Apple®
Macintosh® Plus and SE computers. You install the Outbound on the
Macintosh by:

1

u ■removing the ROM chips from the Macintosh and installing them in the
O u t b o u n d

■installing the host connector card and cable in the Macintosh

■installing the Outbound software

To perform the installation described in this guide, you must have the
Outbound, the Outbound installation kit, and the user’s Macintosh,
keyboard, and mouse.u
This installation should be performed only by an authorized Outbound
dealer who is atrained technician with Apple Level One Certification.

Once the installation is complete, the Outbound can be connected to the host
Macintosh through the host connector cable to operate as acombined
Outbound/Macintosh system. (Both computers share the ROM installed in
the Outbound.) Or, the Outbound can be disconnected from the host
Macintosh to operate as astand-alone battery-operated portable system.

y

The Outbound Laptop System Installation Guide covers the installation of
the Outbound on the original chassis version of the Macintosh Plus and all
U.S. chassis versions of the Macintosh SE.

The guide includes the following chapters:

Chapter 1, “Installation Summary,” summarizes the tasks you need to
perform to install the Outbound on the Macintosh Plus or SE.

t
Chapter 2, “Preparing the Macintosh Plus,” explains how to remove the
ROM chips from the Plus and prepare them for installation in the
Outbound. It also explains how to install the host connector card and
c a b l e i n t h e M a c i n t o s h P l u s .

Chapter 3, “Preparing the Macintosh SE,” explains how to remove the
ROM chips from the SE and prepare them for installation in the
Outbound. It covers both the old style horizontal chassis and the new
style vertical chassis.

u

Chapter 4, “Preparing the Outbound,” explains how to install the
Macintosh’s ROM chips in the Outbound. It also explains how to
install the Outbound’s three batteries.

Chapter 5, “Installing Outbound Software,” explains how to connect the
Outbound to the Macintosh and install the software necessary to make
the Outbound/Macintosh system work correctly.y

u
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Before You Start

■Appendix A, “Memory Configuration,” explains how to configure the
Outbound’s and the Macintosh’s memory for optimal performance.

■Appendix B, “Outbound Troubleshooting Tips,” describes
troubleshooting procedures.

For additional information about operating the Outbound, see the Outbound
Laptop System User’s Guide.

Warning:
The procedures described in this guide could expose you or others to lethal
voltages. Take proper precautions when you are working inside the
Outbound or Macintosh, even if the units are not connected to the line
power. Always use agrounding wrist strap to prevent static discharge from
damaging sensitive electronic circuits. Keep away from areas labeled High
Voltage.

P r e f a c e
i v
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u Chapter 1. Installation Summary
This chapter provides asummary of the tasks you need to perform to install
the Outbound on the Macintosh Plus and SE. These tasks are more fully
explained in the chapters that follow.

u If you have never installed an Outbound on aMacintosh, review this list
before you continue reading the rest of the installation guide. If you are
already familiar with these procedures, use this list as aquick-reference
guide.

Installing the Outbound on the Macintosh Plus
N o t e :

Before opening the customer’s Macintosh, boot the Macintosh to verify
proper operation and make note of its total system memory. (At the Finder
level, check the ‘‘About the Finder” box, under the Apple Menu, for total
memory.) You’ll need to know the amount of system memory when you
configure the Outbound’s memory; see Appendix A.

I

y

u 1. R e m o v e t h e M a c i n t o s h c a s e .

Remove the main logic board from the Macintosh.

Move the Macintosh ROM chips to the ROM SIMM card provided for
the Outbound. (Keep the Hi ROM chip on the left, the Lo ROM chip
on the right. See Table 2-1 for details.)

Set the optimum memory configuration on the Macintosh’s main logic
board. (See Appendix Afor important instructions on how to configure
the system memory.)

Install the host connector card on the main logic board.

Install the Outbound’s cable mounting bracket on the Macintosh
c h a s s i s .

Reinstall the main logic board.
Install the host connector cable in the Macintosh chassis.

Connect the host connector cable to the host connector card.

10. Replace the Macintosh case.

11. Open the Outbound case.
12. Instal l the ROM SIMM card in the Outbound.

13. Close the Outbound case.

2 .

3 .
L i

! 4 .
U

5 .

6 .

u 7 .

8 .

9.y

t

u

U 14. Install the Outbound’s three batteries.

15. Connect the Outbound and Macintosh.

16. Test the operation of both machines by powering up the Macintosh and
the Outbound when docked. (See Chapter 5, step 1, for details about
this step.)

17. Instal l the Outbound software.

1 8 . R e s e t t h e t i m e a n d d a t e o n t h e M a c i n t o s h ’ s G e n e r a l C o n t r o l P a n e l .

iJ
5
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Installation Summary

19. Undock the Macintosh and the Outbound and reboot the Outbound
the time and date on the Outbound’s General Control Panel.

Set

Installing the Outbound on aNew/Vertical Chassis
M a c i n t o s h S E

N o t e :

Before opening the customer’s Macintosh, boot the Macintosh to verify
proper operation and make note of its total system memory. (At the Finder
level, check thê  “About the Finder” box, under the Apple Menu, for total
memory.) You’ll need to know the amount of system memory when you
configure the Outbound’s memory; see Appendix A.

1. Remove the Macintosh case.

Remove the main logic board from the Macintosh.

Move the Macintosh ROM chips to the ROM SIMM card provided for
the Outbound. (Keep the Hi ROM chip on the left, the Lo ROM chip
on the right. See Table 3-1 for details.)

Set the optimum memory configuration on the Macintosh’s main logic
board. (See Appendix Afor important instructions on how to configure
the system memory.)

Reinstall the main logic board.

Route the host connector cable through the Macintosh chassis.

Connect the host connector cable to the host connector card.

Install the host connector card on the main logic board.

Replace the Macintosh case.

10. Open the Outbound case.
11. Install the ROM SIMM card in the Outbound.
12. Close the Outbound case.

13. Install the Outbound’s three batteries.

14. Connect the Outbound and Macintosh.

15 Test the operation of both machines by powering up the Macintosh and
the Outbound when docked. (See Chapter 5, step 1, for details about
this step.)

16. Install the Outbound software.

17. Undock the , ^ i
the time and date on the Outbound’s General Control Panel.

2 .

3.

4 .

5 .

6.

7 .

8 .

9 .

Macintosh and the Outbound and reboot the Outbound. Set

Installing the Outbound on an Old/Horizontal Chassis
Macintosh SE

Be/ore opening the customer’s Macintosh, boot thep/oper operation and make note of its total system memorŷ  (At the Findetlevel, check the “About the Finder” box, under the Apple Menu, for total

Outbound Laptop System
1 - 2



Installation Summary

memory.) You’ll need to know the amount of system memory when you
configure the Outbound’s memory; see Appendix A.

U

1 . R e m o v e t h e M a c i n t o s h c a s e .

2 . Remove the main logic board from the Macintosh.

Move the Macintosh ROM chips to the ROM SIMM card provided for
the Outbound. (Keep the Hi ROM chip on the left, the Lo ROM chip
on the right. See Table 3-1 for details.)

Set the optimum memory configuration on the Macintosh’s main logic
board. (See Appendix Afor important instructions on how to configure
the system memory.)

R o u t e t h e h o s t c o n n e c t o r c a b l e i n t h e M a c i n t o s h c h a s s i s .

Install the host connector card on the main logic board.

Reinstall the main logic board.

Replace the Macintosh case.

Open the Outbound case.
10. Instal l the ROM SIMM card in the Outbound.

11 . C l o s e t h e O u t b o u n d c a s e .

3 .

4 .

5 .

6 .

7 .

12 . Install the Outbound’s three batteries.

13 . Connect the Outbound and Macintosh.

Test the operation of both machines by powering up the Macintosh and
the Outbound when docked. (See Chapter 5, step 1, for details about
this step.)
Instal l the Outbound software.

Undock the Macintosh and the Outbound and reboot the Outbound. Set
the time and date on the Outbound’s General Control Panel.

14 .

15 .
u

16 .

u

1 - 3I n s t a l l a t i o n G u i d e
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Chapter 2. Preparing the Macintosh Piusy

This chapter explains how to prepare the Macintosh Plus for use in the
Outbound/Macintosh system.

N o t e :

Before opening the customer’s Macintosh, boot the Macintosh to verify
proper operation and make note of its total system memory. (At the Finder
level, check the “About the Finder”box, under the Apple Menu, for total
memory.) You’ll need to know the amount of system memory when you
configure the Outbound’s memory; see Appendix A.y

1 . R e m o v e t h e M a c i n t o s h c a s e ,

a. Set the Macintosh on aflat surface with the screen facing down. If the
Macintosh includes aprogrammer’s switch, remove it by prying it from
the case. See Figure 2-1.

t

y

y

s

i rd

W-' i '

Figure 2-1
Removing the programmer’s switch

Figure 2-2
Removing the screws

Figure 2-3
Using the chassis wedge

Use atorx driver to remove the five screws from the rear of the

Macintosh case. (One screw is located inside the battery compartment.)
See Figure 2-2.

b .

Use the Macintosh chassis wedge to separate the case from the chassis
as shown in Figure 2-3.

c .

Slide the case off the back of the Macintosh.d .

Warn ing.
The procedures described in this chapter could expose you or others to
lethal voltages. Take proper precautions when you are working inside the
Macintosh, even if the unit is not connected to the line power. Always use a
grounding wrist strap to prevent static discharge from damaging sensitive
electronic circuits. Keep away from areas labeled High Voltage.

y
u

Remove the foil shielding.e .

y Use appropriate safety precautions to discharge the CRT. Then,
disconnect the video board from the CRT neck.

f .

y
2 - 1i n s t a l l a t i o n G u i d e
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yPreparing the Macintosh Plus

yC a u t i o n :

Use extreme care when working around the CRT neck area, as this is a
delicate assembly that can be broken by bumping or jarring the CRT neck
o r C R T v i d e o b o a r d . 1
2. Remove the main logic board,

a. Disconnect the video/power cable and the floppy disk drive cable from
the main logic board. See Figure 2-4. y

b. Slide the main logic board out of the chassis.

y

y

y
yFigure 2-4

Removing the cables

il3. Move the Macintosh ROM chips to the ROM SIMM card
provided for the Outbound.

C a u t i o n :

If the ROM chips are installed incorrectly, they may be permanently
damaged. Follow the instructions in this section carefully. You may want
to mark the Hi and the Lo ROM chips with ink or tape before you remove
either of them from the board.

y
y

Lay the main logic board on aflat surface and orient it to the position
shown in Figure 2-5.

a .

y
Locate the Hi and Lo ROM chips on the main logic board. See Figure
2-5. The chips are identified on the board by "ROM-Hi" and
" R O M - L o . "

b .

y
Place the ROM SIMM card in front of the main logic board and orient
it to the position shown in Figure 2-5. Be sure the edge of the card with
the silver edge connector strip is facing toward you and away from the
main logic board.

c .

y

y

y
y

Outbound Laptop System2 - 2
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Preparing the Macintosh Plus

J

Figure 2-5
ROM chips on the main logic board

C a u t i o n :

Use extreme care when removing and installing ROM chips. Be sure to use
the proper tool. Do not perform this procedure if you are unfamiliar with
ROM chip removal and installation techniques. Otherwise, you may
permanently damage the ROM chips.

*

d. Remove the Hi ROM chip (the chip on the left) from the main logic
board and install it in the left connector on the Outbound’s SIMM card.

See Figure 2-6. Make sure you install the ROM chip with its notch to
the right (as indicated on the SIMM card).

a =.-■

m m ? ~
m m m

n4j &
M ' \Lm

I

J
Figure 2-8
The ROM SIMM card with chips

Figure 2-7
Moving the Lo ROM chip

Figure 2-6
Moving the Hi ROM chip

e. Remove the Lo ROM chip (the chip on the right) from the main logic
board and install it into the right connector on the SIMM card. See
Figures 2-7. Make sure you install the ROM chip with its notch to the
right (as indicated on the SIMM card).

C a u t i o n :

Be sure that the ROM chips are installed on the ROM SIMM card as shown
in Figure 2-8. Compare the ROM chip’s part numbers in Table 2-1 to your
installation. As ageneral rule, within apair of ROM chips, the chip with
the lower part number is the Hi ROM; the chip with the higher part number
i s t h e L o R O M .

2 - 3I n s t a l l a t i o n G u i d e
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Preparing the Macintosh Plus

lif. Set the ROM SIMM card aside until you are ready to install it in the
O u t b o u n d .

yTa b l e 2 - 1

Apple Macintosh Plus ROM chip’s orientation and part numbers. (These
part numbers are subject to change without notice by Apple Computer, Inc.)

H it L o
*

Mil

Apple Part Number

H i R O M L o R O M I',
3 4 2 - 0 3 4 1 3 4 2 - 0 3 4 2

iJ4. Set the optimum memory configuration on the Macintosh’s
main logic board.

yC a u t i o n :

Overall performance may he impaired or the computers may not work at all
if you do not configure the memory correctly. You must read and
understand the memory configuration instructions explained in Appendix A
before you attempt this step of the installation process. y
Transfer as much RAM as possible from the Macintosh to the Outbound.
However, leave at least 512KB of RAM in the Macintosh. See Appendix
A, “Memory Configuration,” for important configuration information.

y

y5. Install the host connector card on the main logic board,

a. Install the two rubber bumpers as shown in Figure 2-9. Attach one
bumper to the “VIA” chip at board location Dll. Attach the other
bumper to the “TSG” chip at board location D3. y

N o t e :

If the Macintosh contains high-profile SIMM cards, the host connector card
installation may be easier if you loosen the SIMMs in their sockets and
slant them away from the processor while seating the card. Remember to
re-seat all of the SIMMs before proceeding.

y

y
b. Align the host connector card over the main logic board as shown on

Figure 2-10. y
C a u t i o n :

Be careful when installing the host connector card on the main logic board.
Familiarize yourself with the clip on the bottom of the card and thoroughly
read all instructions before you begin the installation. Otherwise, you may
break the clip, thus destroying the card.

y
y

Outbound Laptop System2 - 4
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Preparing the Macintosh Plus

U

J

Figure 2-9
Positioning the rubber bumpers
(Note: The ROM chips should
already be removed.)

Figure 2-10
Aligning the host connector card
over the main logic boardu

Refer to Figure 2-11 while performing the following steps:

c. With the host connector card tilted slightly to the right, position the
collar over the CPU chip.

X(T) Catch the tab over the edge of the CPU

1

(1) Push sideways, then (2) gently down

I It
]

@Press down firmly

Figure 2-11
Installing the host connector card on the main logic board

d. Align the right side tab over the right edge of the CPU chip.

2 - 5I n s t a l i a t i o n G u i d e



Preparing the Macintosh Plus

uApply pressure to the left, then press the card down gently until the left
tab seats over the left edge of the CPU chip. Do not press straight
d o w n .

e .

iif . Verify that both tabs have seated over the edges of the CPU chip.

Press down firmly on the host connector card just over the CPU chip
until the collar is firmly seated.

g-

h . Verify that the collar is making full contact with the main logic board.
See Figure 2-12.

y

y%aJ 'P '

U

yFigure 2-12
Host connector card properly installed

y6. Install the Outbound’s cable mounting bracket on the
M a c i n t o s h c h a s s i s .

y

y

Figure 2-13
Install the cable mounting bracket
o n t h e M a c i n t o s h c h a s s i s

Mount the cable mounting bracket supplied with the Outbound to the
Macintosh chassis using the flat washer and hex locknut. Be sure to
slide the cable mounting bracket’s flange under the lip of the chassis as
shown in Figure 2-13.

y
a .

yb . Loosen the strain relief clamp on the cable mounting bracket.

y
2 - 6 Outbound Laptop System
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y
Preparing the Macintosh Plus

7. Reinstall the main logic board.
Caution:

aII'CTO

wii"fh'i’o H '"S' “P " " “PP i t edWith the Outbound to the Macintosh chassis,
correct placement of this spacer.

Place the spacer one inch (+/- 1/8 in.) above the large horizontal slot.
Orient ito taper down toward the large triangular slot, as illustrated
The angle of the spacer should parallel the angle of the Macintosh
chassis ramp.

Place one side of the main logic board in the guide rail. Using aflat-
bladed screwdriver, pry the other side of the main logic board into the
guide rail. See Figure 2-15.

y c o n n e c t o r c a r d

U a .

Figure 2-14 illustrates the

y
b .

y

y

y

Figure 2-15
Reinstalling the main logic board

Figure 2-14
Placing the large rubber spacer

Reconnect the video board to the CRT neck.c .

Reconnect the video/power cable and floppy disk drive cable to the
main logic board.

d .

Install the host connector cable in the Macintosh Chassis.
Prepare the security slot for the host connector cable.
You need to install the spring clip supplied with the Outbound into the
Macintosh’s security slot. The spring clip spreads the slot sprongs
that you can install the Outbound’s host connector cable through this
s l o t .

To prepare the security slot:

Use the two-pronged end of the security slot tool (oriented as
shown in Figure 2-16) to spread apart the plastic prongs on the
Macintosh’s security slot.

8 .

a .

s o

1.

y
2 - 7
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uPreparing the Macintosh Plus

y2. While holding the prongs apart, insert the spring clip under the tabs
of the two outermost plastic prongs. (See Figure 2-17) Remove
the tool from the slot. You should end up with the clip positioned
in the slot as shown in Figure 2-18. u

m

Uv V .

y

yFigure 2-17
Positioning the spring clip in the
security slot

Figure 2-16
Push apart the plastic tabs on the
security slot with the security slot tool

Figure 2-18
Initial position for the spring clip

y3 . Use the single-pronged end of the tool to spread the security slot’s
center prong.

y4 . While holding the prong apart, rotate the spring clip so that it
engages the center prong and keeps it spread, as shown in Figure
2 - 1 9 .

y
5 . Use the tool to push the spring clip down against the top side of the

tab on the center prong, as shown in Figure 2-20. This
permanently spreads the prongs in the security slot, allowing you to
i n s e r t t h e c a b l e . y

y

y

m k M y
Figure 2-19
Hold the center prong spread apart
with the spring clip

Figure 2-20
Seat the spring clip against
the security slot’s prongs y

b. Thread the host connector cable through the security slot. (See Figure
2-21.)

y
2 - 8 Outbound Laptop System
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y Preparing the Macintosh Pius

J c. Route the cable through the strain-relief clamp on the chassis. Slide the
cable through the clamp until the foil is positioned inside it, as shown in
Figure 2-22. Tighten the clamp screws.

y N o t e :

Position the cable’s foil in the strain relief clamp so that the clamp tightens
down over the foil section closest to the toroid ring (the large lump on the
cable).u

U

u

■ I

U

1

y
Figure 2-21
T h r e a d t h e h o s t c o n n e c t o r c a b l e
through the security slot

Figure 2-22
P o s i t i o n t h e c a b l e ’ s f o i l i n t h e s t r a i n
relief clamp and tighten the clamp

d. Feed the connectors on the short portion of the cable through the slot on
t h e b a s e o f t h e M a c i n t o s h c h a s s i s .

L

9 . C o n n e c t t h e h o s t c o n n e c t o r c a b l e t o t h e h o s t c o n n e c t o r
c a r d .

T h e r e a r e t w o h e a d e r c o n n e c t o r s o n t h e h o s t c o n n e c t o r c a b l e . E a c h h e a d e r

connector is keyed and is adifferent size. They connect only to the correct
connector pins. See Figure 2-23.

U

)

u

u

Figure 2-24
Inserting the cable cover plate into
the Macintosh security slot

Figure 2-23
Connecting the host connector cableu

y

y
2 - 9I n s t a i i a t i o n G u i d e
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Preparing the Macintosh Plus

y10. Replace the Macintosh case,

a. Replace the foil shielding,

b. Replace the Macintosh case and tighten all five screws,

c. If applicable, reinstall the programmer’s switch by snapping it into
place,

d. Securely insert the host connector cable’s cover plate into the
Macintosh’s security slot.

y

y

li

y

y
y

u
y

y

y
y

y

y
Outbound Laptop System2 - 1 0
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Chapter 3. Preparing the Macintosh SEw

This chapter explains how to prepare the Macintosh SE for use in the
Outbound/Macintosh system.y

Apple Computer manufactured the Macintosh SE with two different chassis;
the older style used ahorizontal chassis and the new style uses avertical
chassis. The Outbound works with both models of Macintosh SE; however,
the installation process is slightly different for each model.

y

For both models, the first four steps of the installation process are the same.
After completing these four steps, you reassemble the Macintosh in a
different order. When you reach the point in these instructions where the
two processes differ, you are directed either to the section “NewWertical
Chassis Macintosh SE Installation,” or “Old/Horizontal Chassis Macintosh
SE Ins ta l la t ion . ”

y

To begin installing the Outbound in aMacintosh SE;

N o t e ;

Before opening the customer’s Macintosh, boot the Macintosh to verify
proper operation and make note of its total system memory. (At the Finder
level, check the "About the Finder” box, under the Apple Menu, for total
memory.) You’ll need to know the amount of system memory when you
configure the Outbound’s memory; see Appendix A.

y

u 1 . R e m o v e t h e M a c i n t o s h c a s e ,

a. Set the Macintosh on aflat surface with the screen facing down. If the
Macintosh includes aprogrammer’s switch, remove it by prying it from
the case. See Figure 3-1.

y
u

Figure 3-3
Using the chassis wedge

Figure 3-2
Removing the screws

Use atorx driver to remove the four screws from the rear of the
Macintosh case. See Figure 3-2.

Use the Macintosh chassis wedge to separate the case from the chassis
as shown in Figure 3-3.

Removing the programmer’s switch

b .

u c .

y
3 - 1
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Preparing the Macintosh SE

yd. Slide the case off the back of the Macintosh.

e. Remove the foil shielding.

y
Warn ing :
The procedures described in this chapter could expose you or others to
lethal voltages. Take proper precautions when you are working inside the
Macintosh, even if the unit is not connected to the line power. Always use a
grounding wrist strap to prevent static discharge from damaging sensitive
electronic circuits. Keep away from areas labeled High Voltage.

y

f. Use appropriate safety precautions to discharge the CRT. Then,
disconnect the video board from the CRT neck. y

C a u t i o n :

Use extreme care when working around the CRT neck area, as this is a
delicate assembly that can he broken by humping or jarring the CRT neck
a n d ! o r C R T v i d e o h o a r d .

y

u2. Remove the main logic board,

a. Disconnect the cables from the main logic board. See Figure 3-4. (The
speaker cable is connected to the rear of the board.) u

b. Slide the main logic board out of the chassis.

y

y

u

y
Figure 3-4
Removing the cables y
3. Move the Macintosh ROM chips to the ROM SIMM card

provided for the Outbound. yC a u t i o n :

If the ROM chips are installed incorrectly, they may be permanently
damaged. Follow the instructions in this section carefully. You may want
to mark the Hi and the Lo ROM chips with ink or tape before you remove
either of them from the board.

y

yLay the main logic board on aflat surface and orient it to the position
shown in Figure 3-5.

a .

Outbound Laptop System3 - 2
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u b. Locate the Hi and Lo ROM chips on the main logic board. See Figure
3-5. The chips are identified on the board by "ROM-Hi" and
" R O M - L o . "

u
'●K

u
L

;‘.rI
‘M

Figure 3-5
ROM chips on main logic boardu
c. Place the ROM SIMM card in front of the main logic board and orient
it to the position shown in Figure 3-5. Be sure the edge of the card with the
silver edge connector strip is facing toward you and away from the main
logic board.

I
U

y C a u t i o n :

Use extreme care when removing and installing ROM chips. Be sure to use
the proper tool. Do not perform this procedure if you are unfamiliar with
ROM chip removal and installation techniques. Otherwise, you may
permanently damage the ROM chips.

u

d. Remove the Hi ROM chip (the chip on the left) from the main logic
board and install it in the left connector on the SIMM card. See Figure
3-6. Make sure you install the ROM chip with its notch to the right (as
indicated on the SIMM card).

y

\

11 S t

I

J U .
i
u

(
Figure 3-6
Moving the Hi ROM chip

Figure 3-7
Moving the Lo ROM chip

i
u

i n s t a i i a t i o n G u i d e 3 - 3
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ye. Remove the Lo ROM chip (the chip on the right) from the main logic
board and install it into the right connector on the Outbound’s SIMM
card. See Figure 3-7. Make sure you install the ROM chip with its
notch to the right (as indicated on the SIMM card).

C a u t i o n :

Be sure that the ROM chips are installed on the ROM SIMM card as shown
in Figure 3-7. Compare the ROM chip’s part numbers in Table 3-1 to your
installation. As ageneral rule, within apair of ROM chips, the chip with
the lower part number is the Hi ROM; the chip with the higher part number
is the Lo ROM.

y

y
f . Set the ROM SIMM card aside until you are ready to install it in the

O u t b o u n d . y
Ta b l e 3 - 1

Apple Macintosh SE ROM chip’s orientation and part numbers. (These part
numbers are subject to change without notice by Apple Computer, Inc.) y

3nH i L o

yi i i i i i i i i i i i i n i i L i i i i i i i i i

yApple Part Number

H i R O M L o R O M

y3 4 2 - 0 7 0 1 3 4 2 - 0 7 0 2

3 4 2 - 0 3 5 2 3 4 2 - 0 3 5 3

4. Set the optimum memory configuration on the Macintosh’s
main logic board.

I
C a u t i o n :

Overall performance may be impaired or the computers may not work at all
if you do not configure the memory correctly. You must read and
understand the memory configuration instructions explained in Appendix A
before you attempt this step of the installation process.

i

1
Transfer as much RAM as possible from the Macintosh to the Outbound.
However, leave at least 512KB of RAM in the Macintosh. See Appendix
A, “Memory Configuration,” for important configuration information.

y
At this point in the installation sequence, you have to determine whether
you are installing the Outbound in an older Macintosh SE, which has a
horizontal chassis, or anewer Macintosh SE, which has aslot for avertical
card in the chassis. Eigures 3-8 and 3-9 illustrate the differences between
t h e s e t w o m o d e l s . y

y
3 - 4 Outbound Laptop System
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Figure 3-8
Older/Horizontal Chassis
Macintosh SE

Figure 3-9
Newer/Vertical Chassis
Macintosh SE

If you are installing the Outbound in anewer style Macintosh SE, use the
instructions in the following section, “NewA'ertical Chassis Macintosh SE
Installation.” If you are installing the Outbound in an older style Macintosh
SE, use the instructions provided in “Old/Horizontal Chassis Macintosh SE
Installation,” later in this chapter. Also, if you are installing the Outbound
in anewer style Macintosh SE with limited vertical space (for example, one
with two floppy drives and one hard drive), use the horizontal mounting
procedure.

In either case, when you finish preparing the host Macintosh SE, continue
the installation process with the instructions in Chapter 4.

New/Vertical Chassis Macintosh SE Installation
To continue installing the Outbound in anewer, vertical chassis Macintosh
SE, use the following procedure:

Reinstall the main logic board.

Reconnect the speaker cable to the main logic board.
5 .

a .

Place one side of the main logic board in the guide rail and slide it into
the other side of

b .

the Macintosh. Using aflat-bladed screwdriver, pry
the main logic board into the guide rail. See Figure 3-10.
Reconnect all the remaining cables to the main logic board.c .

N o t e *

You do not need to use the chassis spacer or the main logic board bumpers
supplied with the Outbound for avertical mount installation.

3 - 5
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y

y

y
Figure 3-10
Installing the main logic board u
6 . Route the host connector cable through the Macintosh

c h a s s i s .

Remove the accessory access cover located on the back of the
M a c i n t o s h .

y
a .

y
b . Thread the host connector cable through the accessory access opening

as shown in Figure 3-11.

yMount the cable retention plate to the chassis and tighten the two
screws as shown in Figure 3-12.

c .

y

y

y

yFigure 3-12
The installed cable retention plate

Figure 3-11
Installing the host connector cable

7 . C o n n e c t t h e h o s t c o n n e c t o r c a b l e t o t h e h o s t c o n n e c t o r
c a r d . y

There are two header connectors on the host connector cable. Each header

connector is keyed and is adifferent size. They connect only to the correct
connector pins. See Figure 3-13. y

y
Outbound Laptop System3 - 6
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u

Figure 3-13
Connecting the host connector cable

Install the host connector card on the main logic board.

Plug the host connector card into the main logic board as shown on
Figure 3-14. Place the card between the Macintosh frame and the
support bracket with the card’s chips facing the inside of the Macintosh.

8 .

a .

Install the clear plastic shield (supplied in the installation kit) between
the host connector card and the chassis, as shown in Figure 3-15.

b .y

N o t e :

Figures 3-15 and 3-17 show awhite plastic shield to better illustrate the
shield placement.

\

Figure 3-14
Installing the host connector card

Figure 3-15
Installing the plastic shield

c. Install the host connector card screw through the plastic shield and the
host connector card and tighten it against the chassis. See Figure 3-16.

y
C a u t i o n :

Do not overtighten the screw as the host connector card may he damaged.i

u
Loosely tie-strap the host connector cables to the host connector card.
Do not tighten the strap. Its purpose is just to keep the cables from
touching the floppy drive frame.

d .

%

Ll
Reinstall the video board on the CRT neck.e .

3 - 7I n s t a l l a t i o n G u i d e
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u

0

u
Figure 3-16
Tightening the board screw

Figure 3-17
Loosely tie-strap the cable to the
b o a r d y

Replace the Macintosh case.

Replace the foil shielding in the Macintosh.

9 .

a .

db . Replace the Macintosh case and tighten all screws.

If applicable, reinstall the programmer’s switch by snapping it into
place.

c .

Continue installing the Macintosh/Outbound system by turning to
Chapter 4, “Preparing the Outbound,” on page 4-1.

u
O l d / H o r i z o n t a l C h a s s i s M a c i n t o s h S E I n s t a l l a t i o n

To continue installing the Outbound in an older, horizontal chassis
Macintosh SE or anewer, vertical chassis Macintosh SE with limited
vertical space, use the following procedure:

Route the host connector cable in the Macintosh chassis.

Remove the accessory access cover located on the back of the
M a c i n t o s h .

5 .

a .

u
Thread the host connector cable through the accessory access opening
as shown in Eigure 3-18.

b .

u
Mount the cable retention plate to the chassis and tighten down the two
screws (Eigure 3-19).

c .

u

y

Outbound Laptop System3 - 8
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U -

Figure 3-18
Installing the host connector cable

Figure 3-19
Installing the cable retention plate

6 . Install the host connector card on the main logic board
Using the adhesive backing, attach the large rubber spacer supplied
with the Outbound to the Macintosh chassis. Position the lower end of

the spacer against the floppy drive bracket’s tab and the right side of the
spacer against the flange of the square opening. The angle of the spacer
should parallel the angle of the Macintosh’s chassis ramp. Figure 3-20
illustrates the correct placement of this spacer.

i
u a .

Attach the rubber bumper to the main logic board as shown in Figure
3 - 2 1 .

b .

y N o t e :

For the Macintosh SE installation, you only need to use one rubber bumper,
n o t t w o .

y I

. . ' U . i
■■ ?.*;●

Figure 3-21
Attach the rubber bumper to the
main logic board

Figure 3-20
Attach the rubber spacer to the
Macintosh chass is

Connect the host connector cable to the host connector card. There are
two header connections, each of which is keyed and of adifferent size.

Plug the host connector card into the main logic board. See Figure
3 - 2 2 .

c .

d .

3 - 9
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N o t e :

You do not use the clear plastic shield for ahorizontal mount procedure.

u

u
IJ
y

Figure 3-22
Installing the host connector card

Figure 3-23
Installing the main logic board y

7. Reinstall the main logic board.
C a u t i o n :

During this procedure, he careful not to dislodge the host connector card
from the main logic hoard.

y

uReconnect the speaker cable to the main logic board.a .

Place one side of the main logic board in the guide rail and slide it into
the Macintosh. Using aflat-bladed screwdriver, pry the other side of
the main logic board into the guide rail. See Figure 3-23.

b .

y

yReconnect all the remaining cables to the main logic board.c .

R e i n s t a l l t h e v i d e o b o a r d o n t h e C R T n e c k .d .

Replace the Macintosh case.

Replace the foil shield on the chassis.

8 .

ya .

Route the host connector cable though the accessory slot in the
M a c i n t o s h c a s e .

b .

yReplace the Macintosh case and tighten all screws.c .

yIf applicable, reinstall the programmer’s switch by snapping it into
place.

d .

yContinue installing the Macintosh/Outbound system by turning to
Chapter 4, “Preparing the Outbound,” on page 4-1.

Outbound Laptop System3 - 1 0
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Chapter 4. Preparing the Outbound

This chapter explains how to prepare the Outbound for use in the
Outbound/Macintosh system.

\

y

Open the Outbound case.

If the keyboard is attached, remove it by flipping up the latch lever at
the top of the keyboard.

1 .

a .

P l a c e t h e O u t b o u n d s c r e e n - d o w n o n a fl a t n o n - a b r a s i v e s u r f a c e .b .
y

Tape the keyboard latches to the case to keep them from falling off
during reassembly.

c .

Open the Outbound's base by removing the ten case screws from the
rear of the Outbound. Four screws are located along the top edge of the
rear panel. Six screws are located in the recessed portion behind the
base. (Do not attempt to remove the tamper-proof hinge screws.) See
Figure 4-1.

d .

i 1

u p p - 'rAV
^ ' 1

l i i - ;

^"<5 ●● ■  -O
; i

>

A

u
●3/

Figure 4-2
Removing the rear half of the case

Figure 4-1
T h e r e a r o f t h e O u t b o u n d

)

u

Remove the rear half of the case by lifting the back of the case up and
over the connectors first and then sliding it off in the direction of the
disk drive. See Figure 4-2.

e .

y

Optional: Add silicon drive memory and/or system memory.

The Outbound is shipped with 1MB of system memory, consisting of
256 KSIMMs in each of the 4slots closest to the floppy or hard drive.
This memory can be expanded in the same fashion as aPlus or SE; i.e.,
slots must be upgraded in pairs. As with aPlus or SE, the Outbound
itself can contain 1MB, 2MB, 2.5MB, and 4MB of system memory.

2 .

a .

y

The four SIMM slots farthest away from the floppy or hard drive are
reserved for “silicon drive” memory, (i.e., battery-backed RAM disk
memory). One, two, three, or all four of these slots can be filled with
any combination of 256KB, 1MB, or 4MB SIMMs.

b .

y

4 - 1I n s t a l l a t i o n G u i d e



uPreparing the Outbound

uFor performance and power conservation, only 120 ns (or faster)
CMOS SIMMs are recommended for use in any of the system or silicon
drive slots. Proper installation and “balancing” of memory
configurations is critical for the optimum performance of the Outbound,
both docked and standalone. For more information on memory issues,
see Appendix A.

c .

y3 . I n s t a l l t h e R O M S I M M c a r d i n t h e O u t b o u n d .

Use the ROM SIMM card you prepared using the Macintosh ROM
chips. Place the ROM SIMM into its slot at an angle and then tilt it
upright while pressing it firmly into the slot. When it is in position, the
two side retainers will snap closed. Figures 4-3 and 4-4 illustrate this
step.

a .

y
C a u t i o n - .

Be careful when you insert the ROM SIMM card. Its inboard retainer is
very fragile and if the retainer is damaged, the factory will have to repair it. y

y1

yA \

t t

V t

i
.-..--●MUiKUm

%

y
Figure 4-3
Installing the ROM SIMM card

Figure 4-4
I n s t a l l e d R O M S I M M c a r d

4 . C l o s e t h e O u t b o u n d c a s e .

C a u t i o n :

As you close the case, be sure that the keyboard cable’s modular jack is
properly aligned with the rear half of the case or you may damage the jack.

y

ySeat the rear half of the case on the Outbound by first inserting the disk
drive face into the opening in the back of the case. Then, slowly close
the case, making sure that the keyboard’s modular jack fits properly
into the case opening. Lastly, press in on the connector bracket so that
t h e r e a r h a l f o f t h e c a s e fi t s o v e r t h e c o n n e c t o r s a n d t h e n s e a t t h e r e a r

half of the case against the front half. When you finish, check that there
is an even gap on all sides.

a .

y

y
Install and tighten the ten case screws, making sure that the three short
screws go in the center holes of the case.

b .

y

Outbound Laptop Systems4 - 2
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y C a u t i o n :

Tighten the case screws to 2.5 in.llhs. Overtightening may result in damage
t o t h e c a s e .

(

u 5. Install the Outbound’s three batteries in the following
s e q u e n c e :

a. Open the rechargeable battery cover on the Outbound’s base. See
Figure 4-5.

b . Install the rechargeable battery as shown in Figure 4-6. (The battery
clip connector is keyed and only attaches one way.) Slip the battery
pull strap around the battery so that you can lift the battery out of the
slot easily.

Find the backup battery cover located inside the rechargeable battery
opening. The backup battery cover is located near the rechargeable
battery connector. Remove the two cover screws and remove the cover.

c .

i

Install the backup battery (Sanyo 2CR-1/3N 6volt lithium or
equivalent). Be sure to align the -i- on the battery with the -i- in the
opening. See Figure 4-7.

d .

Replace the backup battery cover and screws.e .

I

Figure 4-5
The rechargeable battery cover

Figure 4-6
Installing the rechargeable battery

Figure 4-7
Installing the backup battery

f. Replace the rechargeable battery cover.

Find the keyboard battery cover located on the rear of the keyboard.
See Figure 4-8. Remove the cover screw and cover.

g-

I
Install the keyboard battery (Sanyo CR12600SE 3volt lithium or
equivalent). Be sure to align the +on the battery with the -i- in the
opening. See Figure 4-9. Install the +side of the battery first to avoid
damaging the battery connectors.

h .

4 - 3I n s t a l l a t i o n G u i d e
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ii

u
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Figure 4-8
The keyboard battery cover

Figure 4-9
Installing the keyboard battery “+’
e n d fi r s t y

yi. Replace the keyboard battery cover and screw.

y

y

y

y

y

y
Outbound Laptop Systems4 - 4
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Chapter 5. Installing the Outbound Sof tware

Connect the Outbound and Macintosh.
Set the Macintosh “
keyboard and mouse.

ii
1 .i i

a .

on asecure surface. Connect the Macintosh

b . It the Outbound keyboard is attached, remove it and open the base on
the system/display unit. (The base must be opened for the Outbound to
operate both docked or standalone.) Set the keyboard out of the way.
You won’t need it for this part of the installation; you’ll be using the
Macintosh keyboard and mouse. Set the Outbound next to the
Macintosh.

u

y Connect the host connector cable from the Macintosh to the Outbound.

Plug the connector into the host/connector port located on the side of
the Outbound. It’s the bottom port identified by the
Macintosh/connector icon on the rear of the unit. See Figure 5-1.

c .

il
y

Figure 5-1
Connecting the host connector cable

d. Plug the Macintosh power cord into a120 VAC outlet.
N o t c *

Although the Outbound rechargeable battery has already been installed in
the Outbound, you should use the AC adapter for this installation
procedure. The shipped battery may no longer he fully charged.

.120 VAC outlet. Plug the AC
connector located on the side of the

u

Plug the Outbound’s AC adapter into a
adapter power cord into the power _
Outbound’s base.

Use the Macintosh’s power switch to turn on the Macintosh and the
O u t b o u n d .

e .

f .

5 - 1
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uC a u t i o n :

The Outbound must be turned ojf prior to docking it to the Macintosh.

1When the Macintosh is turned on, both the Macintosh and Outbound
screens should light up.

g-

If there is no hard drive or bootable disk in the Macintosh, you
should see the Outbound logo on the Outbound’s screen and a
flashing “?” icon on the Macintosh screen.

If there is ahard drive or bootable disk in the Macintosh, you should
see the Outbound logo on the Outbound’s screen and the Macintosh
should go through its usual start-up procedure.

yI n s t a l l t h e O u t b o u n d s o f t w a r e .2 .

N o t e :

You will need to initialize any non-removable drives (silicon or hard drive)
installed in the Outbound. y
Configuration ROMs in the Outbound enable the newly installed Macintosh
ROMs to use all the available features of the Outbound hardware.

Therefore, it’s important that you install the latest version of the
software into the configuration ROM in the Outbound. Because the
Outbound software may be upgraded occasionally, use the configuration
software included with the Outbound that you are currently installing.

y

y

yIf the user does not have aSystem Folder installed on ahard drive in
the Macintosh, insert an Apple system disk, version 6.0 or later, in the
M a c i n t o s h .

a .

yb. Insert the Outbound System Disk. The disk includes the following
fi l e s :

O u t b o u n d I n s t a l l e r

Battery DA
O u t b o u n d S C S I E m u l a t o r

System Folder

F o n t / D A M o v e r

T e a c h T e x t

R e a d M e

System Folder Additions

—Outbound (Control Panel document)

—Isopoint (Control Panel document)

— D O S . I N I

Super Clock

Outbound Laptop System5 - 2
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Installing the Outbound Software

Double-cl ick the Outbound Instal ler. Cl ick on the Instal l button for the

correct hardware configuration (hard drive or floppy). Installation takes
less than 20 seconds. Click on the Done button when installation is
fi n i s h e d .

c .

If the Outbound has the optional silicon drive or hard drive
i n s t a l l e d :

d .

1. In i t ia l ize the dr ive.

2 . Install asystem folder (Version 6.0 or later) on the drive.

3 . Copy the “Outbound” file from the “Software for the Outbound
Laptop System” disk to the system folder you just installed.

e. Test the installation by booting the systems when they are docked and
when the Outbound is separated from the Macintosh. This procedure is
described in the Outbound Laptop System User’s Guide, Section 3.

The rest of the files on the “Software for the Outbound Laptop System” disk
can be installed by the user. These files are described in the Outbound
Laptop System User’s Guide.

Impor tant :
Be sure to inform the user whether or not all of the Outbound software
h a s b e e n i n s t a l l e d .

3. If you are installing the Outbound on aMacintosh Plus,
r e s e t t h e t i m e a n d d a t e o n t h e M a c i n t o s h G e n e r a l
C o n t r o l P a n e l .

Since you removed the clock battery to remove the Macintosh Plus case,
you must reset the time and date.

4. Reboot the Outbound as astand-a lone un i t and set the t ime
and date on the Outbound’s General Control Panel ,

a. To turn on the Outbound, simultaneously press the four arrow keys on
the Outbound’s keyboard,

b. Set the time and date on the General Control Panel.

The Outbound/Macintosh system is now ready for use. Refer to the
Outbound Laptop System User’s Guide for operating information.

Lj
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u

u

u

u
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Appendix A. Memory Configurations for the Macintosh
and the Outbound Laptop System

Minimum Requirements

Memory for Outbound and Macintosh computers comes on printed circuit
cards called SIMMs (Single Inline Memory Modules). SIMMs used in the
Outbound and Macintosh computers are eight bits wide. SIMMs designed
to be used with IBM PS/2 computers are nine bits wide. This type also
works in the Outbound or Macintosh computers.

The Outbound and Macintosh computers each require SIMMs with certain
maximum access times, specified in nanoseconds (ns, billionths of a
second). Macintosh Plus and Macintosh SE computers use SIMMs with
access times of 150 ns or less. The Outbound Laptop requires slightly faster
SIMMs with 120 ns access times. To provide maximum battery life,
Outbound computers should use SIMMs with CMOS (pronounced sea-
moss) technology.

SIMMs are available with 256 kilobytes or 1megabyte of memory per
module. Both Macintosh and Outbound computers use these modules in
pairs, so the minimum increment of memory is two 256KB SIMMs, or
512KB. If 1MB SIMMs are used, the minimum increment is 2megabytes.

T h e S l o t M a c h i n e

The Macintosh Plus, Macintosh SE, and Outbound computers each have
four slots (or sockets) that hold the system’s memory SIMMs. The
Macintosh computers support five memory configurations:

■5 1 2 K B T w o 2 5 6 K B S I M M s

■1MB Four 256KB SIMMs (S tandard Configura t ion)

■2 M B T w o 1 M B S I M M s

> 2 . 5 M B T w o 1 M B S I M M s , t w o 2 5 6 K B S I M M s

■4 M B F o u r 1 M B S I M M s

Outbound computers support all of the above configurations except 512KB.
When attaching an Outbound Laptop System to aMacintosh, the memory of
the two machines is combined according to Table A-1.

A - 1I n s t a l l a t i o n G u i d e
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Table A-1 Outbound/Macintosh memory combinations

Macintosh Memory (in megabytes)

O u t b o u n d . 5 1 2 2 . 5 4

1 1 .5 2 N / A 2 . 5 4

2 2 . 5 3 4 2 . 5 4

2.5 2 . 5 3 2 . 54 4

4 44 4 4 4

y
N o t e :

Some of the above memory configurations do not result in the sum of both
machine’s memory being available. Study the table above and choose the
most efficient configuration for the customer. Remember—“left-over”
memory can be installed in the silicon drive slots.

yThe combination with 1MB in the Outbound computer and 2MB in the
M a c i n t o s h w i l l n o t w o r k a n d s h o u l d n o t b e u s e d .

yRecommended Configurations

Memory in the Macintosh is accessed more slowly than memory in the
Outbound, so the best memory configurations place as much memory
as possible in the Outbound, leaving only the minimum amount in the
Macintosh. Memory is required in the Macintosh to support the built-
in video display and sound circuit.

H

U
Agood combination is 2MB or 2.5MB in the Outbound and 512KB or 1MB
in the Macintosh. Of course the ideal combination for maximum
performance is 4MB in the Outbound and 512KB in the Macintosh. y
Taking the Jump

Macintosh computers must be reconfigured whenever the memory
configuration is changed. Macintosh Plus and early Macintosh SE
computers use two 150 Ohm resistor jumpers located on the main logic
board. These resistors are labeled “256KB" and “One Row” and are located

in arectangle labeled “RAM SIZE.”

y

The late-style Macintosh SE logic board has atwo-position jumper located
near the SIMMs. One side is labeled “1MB,” and the other “2/4MB.” The
jumper is positioned to connect the center post with the correct pin, or in
some configurations is left off entirely. y

y
Outbound Laptop SystemA - 2
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The following tables describes the various Macintosh memory
configurations.

Table A-2 Macintosh Plus and Early SE Memory Configuration

S i z e S I M M s 1 & 2 S I M M s 3 & 4 2 5 6 K B R e s i s t o r R o w R e s i s t o r

5 1 2 K B 2 5 6 K B N o n e 1 5 0 1 5 0

1 M B 2 5 6 K B 2 5 6 K B 1 5 0 Open

2 M B 1 M B N o n e Open 1 5 0

2 . 5 M B 1 M B 2 5 6 K B Open Open

4 M B 1 M B 1 M B Open Open

Tabie A-3 Late Macintosh SE Memory Configuration

Size S I M M s 1 & 2 S I M M s 3 & 4 Jumper

5 1 2 K B 2 / 4 M BN o n e 2 5 6 K B

1 M B 2 5 6 K B 2 5 6 K B 1 M B

2 M B 2 / 4 M BN o n e 1 M B

2 . 5 M B 2 5 6 K B 1 M B O f f

4 M B 1 M B 1 M B O f f

Outbound Memory

The Outbound Laptop System has four SIMM sockets and no configuration
jumpers. The Outbound software determines the amount of memory each
time the machine is started and sets the configuration. The Outbound
SIMM sockets should be filled starting with the one closest to the disk
drive. In the 2.5MB configuration, the two 1MB SIMMs are installed
nearest the disk and the two 256KB SIMMs are installed nearest the ROM
S I M M .

A - 3I n s t a i i a t i o n G u i d e
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Appendix B. Outbound Troubleshooting Tips

P r o b l e m S o l u t i o n

Vertical or horizontal lines are displayed on the
Macintosh screen, and akangaroo (or nothing) is
displayed on the Outbound screen when docked.

Verify that the Outbound will boot S/A. If the
Outbound will boot S/A:

Verify the host connector card and cable are
properly installed. Also, verify that the
Outbound was not turned on prior to powering
on the Macintosh in the docked mode.

If the Outbound will not boot S/A:

Verify that ROMs are inserted in SIMM
correctly and that the SIMM is inserted in it’s
socket correctly. Also verify that the RAM
SIMMs are inserted correctly.

Outbound won’t boot S/A and akangaroo is
displayed on the Outbound screen.

Dock Outbound to aMacintosh. You may see a
sad MAC on the Macintosh screen. The

Outbound is not able to display sad MACs.

C a l l O u t b o u n d C u s t o m e r S e r v i c e f o r i n f o r m a t i o n

regarding sad MAC error codes.

Verify that the Outbound is plugged into proper
AC. If the Outbound is plugged into proper AC,
change the keyboard battery.

Outbound won’t power on.

If the Outbound is not plugged into proper AC,
plug into proper AC and try to power on again.
If the unit will power on, you may have alow 12
volt battery (check battery DA for time left). If
the unit will not power on, try changing the 12
volt battery to aknown good battery that is
charged. If the unit will still not power on, call
Outbound Customer Serv ice .

U

Verify that the floppy drive EEROM code has
been instal led.

The Outbound floppy drive will not read any
disket tes.

After installing floppy EEROM code, if floppy
drive still won’t work, call Outbound Customer
Serv ice .

u
B - 1I n s t a l l a t i o n G u i d e



Appendix B. Outbound Troubleshooting Tips

y
S o l u t i o nP r o b l e m

With the Outbound connected to proper AC and
acharged 12 volt battery installed, change the
6volt RAM battery.

You “lost” the silicon disk when you were
changing the 12 volt battery.

The 12 volt battery may have been severely
discharged at some point, which caused the
6volt RAM battery to become discharged. It is
extremely important that you power down
Outbound and plug it into AC power or change
the 12 volt battery as soon as you get the
5minute battery warning.

y

y
The 12 volt battery has become severely
discharged. Leave Outbound closed up and
plugged into AC overnight or for an extended
period of time. If this doesn't solve the problem,
replace the 12 volt battery with aknown good
battery.

With AC plugged in, you still get alow battery
indication in the battery DA.

yYou should also replace the 6volt RAM battery.

yTry adjusting the contrast to solve the problem.
If this doesn’t work, one of the tubes in the LCD
has burnt out or is in the process of burning out.
Cal l Outbound Customer Service.

One half of the screen (top or bottom) is darker
t h a n t h e o t h e r .

There is apossible software/init incompatibility.
Reboot the Outbound with aknown good
generic system folder that does not contain any
extra inits or software. If this does not solve the

problem, call Outbound Customer Service.

The Outbound hangs or generates asystem error
during the booting process. y

y
These are characteristics of LCD technology.
Adjust the contrast and change the background
to alight pattern to minimize these symptoms.

You see banding or ghosting on the Outbound
s c r e e n .

y
During installation, failing to plug in the
Macintosh floppy controller cable, or not
plugging it in securely, can result in these
symptoms. Check that the cable is securely
plugged in.

The Macintosh floppy drive will not read disks
or is confused about whether or not there is a
d i s k i n t h e d r i v e . y

y

y

y
Outbound Laptop SystemB - 2
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I n s t a l l a t i o n P a r t s a n d To o l s N e e d e d

The Outbound package includes the following parts needed to install the
Outbound in the Macintosh Plus or SE.

Outbound installation parts for the Macintosh Plus
■M a c i n t o s h P l u s h o s t c o n n e c t o r c a r d

■Macintosh host connector cable (with cover plate)
■R O M S I M M c a r d

■cable mounting bracket, flat washer and metric hex locknut

■two (2) rubber bumpers

■rubber spacer

■rechargeable main battery

■main battery pull strap (located in battery compartment)

■backup battery (Sanyo 2CR-1/3N 6volt lithium or equivalent)

■keyboard battery (Sanyo CR12600SE 3volt lithium or equivalent)

Software for the Outbound Laptop System” disk

retractable keyboard cable
U s e r K i t

U

( (

T o o l s N e e d e d

■To r x T - 1 0 a n d T- 1 5 d r i v e r s

■chassis wedge

■security slot tool

■Phillips head and flat-bladed screwdrivers
■5 . 5 m m w r e n c h

I n s t a l l a t i o n P a r t s



yOutbound Laptop System

Outbound installation parts for the Macintosh SE
Macintosh SE host connector card

Macintosh host connector cable (with mounting plate)
R O M S I M M c a r d

plastic shield (for vertical mounts only)

host connector card screw (for vertical mounts only)

rubber bumper (for horizontal mount only)

rubber spacer (for horizontal mount only)

two (2) mounting plate screws

rechargeable main battery

backup battery (Sanyo 2CR-1/3N 6volt lithium or equivalent)

keyboard battery (Sanyo CR12600SE 3volt lithium or equivalent)

“Software for the Outbound Laptop System” disk

retractable keyboard cable
U s e r K i t

y■

■

y

y

y

yT o o l s N e e d e d

■To r x T - 1 0 a n d T - 1 5 d r i v e r s

■chassis wedge

■Phillips head and flat-bladed screwdrivers
y

y

y

y

y

y

y
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